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Product list as attachment

Description of Change(s)

Content of Change(s)

In order to enhance the strength of the top cover tape and further protect product from
electrostatic

Impact(s)

Anti-Static package implementation

PE package to Anti-Static package

For more information, please contact us directly or visit our website http://www.secosgmbh.com

Approval 

Alice Lai

Product/Process Change Notification 

Subject

Affected Product(s)

PCN Classification 

Minor

Product Category 

SMC Package

Effective Date 

From D/C 263

N/A

Attachment(s)

SGS Report . Package Information.
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Original package
(PE Package)

Modified package
(Anti-Static package)
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量測標準

測試結果



 

 
Elektronische Bauelemente 

Packaging Information 
Reel Taping Specifications 

Surface Mount Device 
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http://www.SeCoSGmbH.com/ Any changes of specification will not be informed individually.

 
SMA/SMB/SMC 

 

  

 

 

 

 

 

 

 

 

Item Symbol SMA SMB SMC 

Carrier width A 2.9 (max) 4.0 (max) 6.3 (max) 

Carrier length B 5.9 (max) 5.9 (max) 8.6 (max) 

Carrier depth C 2.66 (max) 3.0 (max) 2.9 (max) 

Sprocket hole D 1.50±0.1 DIA 1.50±0.1 DIA 1.50±0.1 DIA 

Reel outer diameter D 178±2.0 / 330±2 178±2.0 / 330±2 178±2.0 / 330±2 

Reel inner diameter D1 50 (min) 50 (min) 50 (min) 

Feed hole position D2 3.5±1 3.5±1 3.5±1 

Sprocket hole position E 1.75±0.1 1.75±0.1 1.75±0.1 

Punch hole position F 5.5±0.05 5.5±0.05 7.5±0.1 

Sprocket hole pitch P 4.0±0.1 8.0±0.1 8.0±0.1 

Sprocket hole pitch P0 4.0±0.1 4.0±0.1 4.0±0.1 

Embossment center P1 2.0±0.05 2.0±0.05 2.0±0.05 

Overall tape thickness T 0.6 (max) 0.6 (max) 0.6 (max) 

Tape width W 12.0±0.3 12.0±0.3 12.0±0.3 

Reel width W1 18.4 (max) 18.4 (max) 18.4 (max) 

Reel width W2 14.4 (max) 14.4 (max) 14.4 (max) 

 








































